Profile SILER

Ref. B9325

TECHNICAL DRAWING
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B Will accommodate wider LED strip

APPLICATION

- main and decorative lighting

MONTAGE

- to the surface, suspended or recessed, using dedicated accessories, properly selected
screws, with double-sided adhesive tape or mounting adhesive

- easy assembly and disassembly by snapping in and out

TECHNICAL SPECIFICATIONS

Material aluminum  Color Length Ref
With the possibility of sealing up to IP 20,67 1000 mm B9325ANODA 1
Possible shapes of the luminaire rectangular [ silver anodized 2005 mm B9325ANODA 2
LED gluing width A 16 mm 3010 mm B9325ANODA 3
Possibility of bending yes 1000 mm B9325K7_1
Minimum external radius 250 mm .
B black anodized 2005 mm B9325K7_2
Minimum internal radius 400 mm
3010 mm B9325K7_3
Number of LED strips A (8 mm wide) 2
1000 mm B9325L90100D_1
Width 19 mm
[ white lacquered 2005 mm B9325L90100D_2
The cover is cut to the length of the profile yes
3010 mm B9325L90100D_3
Main lighting yes
Decorative lighting yes
Wire out back of extrusion yes
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SAMPLE PROJECTS

COVERS
NAME MATERIAL MATERIAL TRANSMITTANCE ~ COLOR REF.
59 [ frosted 17039
SILER PC
90 Y clear 17049
END CAPS
NAME MATERIAL COLOR REF.
W gray 24236
SILER ) ABS [ white 24407
W black 24382
SILER-HQ ) o aluminum [ | gray 42630
LED
snairis Tesunie Tageinls Jepetnle = RE IR — paka|m ead Chnin wwen ek wwes | moass wmes boats wmes L
K-1210-12V K-1210-24V K-1220-12V K-1220-24V K-1275-12V
K-1210-12V K-1210-24V K-1220-12V K-1220-24V K-1275-12V
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Ref. B9325 —
K-1275-24V K-1820-HD-24V K-1910-HD-24V WP-K-1210-12V WP-K-1210-24V
K-1275-24V K-1820-HD-24V K-1910-HD-24V WP-K-1210-12V WP-K-1210-24V
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WP-K-1220-12V
WP-K-1220-12V

WP-K-1220-24V
WP-K-1220-24V

WP-K-1275-12V
WP-K-1275-12V

WP-K-1275-24V
WP-K-1275-24V

WP-K-1820-HD-24V
WP-K-1820-HD-24V
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K-0530-HD-24V
K-0530-HD-24V

K-HE-0480-HD-24V
K-HE-0480-HD-24V

K-HE-0960-HD-24V
K-HE-0960-HD-24V

K-HE-1440-HD-24V
K-HE-1440-HD-24V

K-HE-1920-HD-24V
K-HE-1920-HD-24V

frmrees e e e

WP-K-CR-1210-24V
WP-K-CR-1210-24V

WP-K-CR-1220-24V
WP-K-CR-1220-24V

WP-K-CR-1275-24V
WP-K-CR-1275-24V

WP-K-CR-1910-HD-24V
WP-K-CR-1910-HD-24V

WP-K-CR-1820-HD-24V
WP-K-CR-1820-HD-24V

K-CR-1210-24V
K-CR-1210-24V

K-CR-1220-24V
K-CR-1220-24V

K-CR-1275-24V
K-CR-1275-24V

K-CR-1820-HD-24V
K-CR-1820-HD-24V

K-CR-1910-HD-24V
K-CR-1910-HD-24V
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K-1920-RGB+W-24V
K-1920-RGB+W-24V

K-1530-RGB+W-24V
K-1530-RGB+W-24V

WP-K-1530-RGB+W-24V
WP-K-1530-RGB+W-24V

K-1920-120-RGB-24V
K-1920-120-RGB-24V

WP-K-1920-120-RGB-24V
WP-K-1920-120-RGB-24V

K-27/65-1920-24V
K-27/65-1920-24V

WP-K-30/18-1770-24V
WP-K-30/18-1770-24V

WP-K-27/65-1920-24V
WP-K-27/65-1920-24V

K-22/50-1728-24V
K-22/50-1728-24V

K-30/18-1770-24V
K-30/18-1770-24V

WP-K-22/50-1728-24V
WP-K-22/50-1728-24V

OTHER ACCESSORIES

/ S

—

MOUNTING BRACKET

45-STN
24144, 24262, 24265

SPRING

PDS
00800

o -
HEAD
BZP-ZZ
42215

HEAD

45-ZZ
42212

HEAD

45-ST
42210
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HEAD HEAD HEAD FASTENER FASTENER

BZP-ZO 45-Z0 BZP PUSZ-LIN-MR PUSZ-PRET-MR

42214 42211 42213 42278, 4227819010, 42252
4227819005
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SN
FASTENER FASTENER FASTENER FASTENER FASTENER
FI-8-LIN-MR DP-45-MOC-2zZ DP-Z2Z DP-45-MOC-ZO DP-ZO
42287,4228719010, 00654 00651 00653 00649
4228719005

.

FASTENER FASTENER FASTENER SET FASTENER SET FASTENER SET
DP-45-MOC DP w1 w2 we
00652 00644 42602 42603 42604

L
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FASTENER SET FASTENER SET FASTENER SET FASTENER SET FASTENER SET

w7 M11 M12 M13 RG-1

42605 42609 42610 42611 42647NI, 42647GSS,
4264719010, 4264719005
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